


















































the expansion of local resources. The reduction of existing customer demand on imported 
water supplies will free up allocated imported water to be used to serve this project under 
multiple dry year conditions. The amount of funding will be determined by the EMWD and may 
take the form of a new component of connection fees or a separate charge. The estimated cost 
of desalinated water is between $1,400 and $1,700 per AF. These costs are expected to 
increase over time. 

If there is a change in the circumstances detailed in this assessment, EMWD will address the 
changes in the plan of service for the project. Modifications at the plan of service stage could 
reduce the amount of water available to serve this project. 

Section 6 - Conditions of Approval 

This assessment is not a commitment to serve the project, but a review of EMWD supplies 
based on present information available. This assessment is conditioned on MWD's ability to 
continue to supply imported water to meet EMWD's requirements, including the requirements 
for this project. This project is subject to any special or additional requirements imposed by 
MWD or EMWD on such deliveries, including increased pricing or a different pricing structure. 

All new development is required to install water efficient devices and landscaping. The use of 
turf for non-functional purposes is prohibited. A document titled "Water Efficient Guidelines 
for New Development" is available on EMWD's website to help increase water efficiency for 
this project. 

The lead agency for the project is responsible to evaluate the adequacy of the water supply 
assessment and make the ultimate decision of the sufficiency of the water supply. The 
developer for the project is responsible for keeping EMWD informed about progress in the 
planning and development of the project. The project applicant will contact EMWD with 
project status information and updates every three years until the project begins construction. 
This will insure that the information included in this assessment remains accurate and no 
significant changes to either the project or EMWD's water supply have occurred. Furthermore 
if the EIR for the project is not certified within three years after the adoption of this WSA, the 
WSA may be updated at such time if there are changed circumstances warranting updated 
analysis. If the EIR is certified within three years of the adoption of the WSA, then the applicant 
shall provide updates to EMWD every three years on the status of the project until construction 
commences; however, in such instance, the WSA shall not be amended or invalidated by 
EMWD. If neither the project applicant nor the lead agency contacts EMWD within three years 
of approval of this WSA, it is assumed that the Proposed Project no longer requires the 
estimated water demand calculated, and the demand for this project will not be considered in 
assessments for future projects. The assessment provided by this document will then become 
invalid. 

If the lead agency determines adequate water supply exists for this project, to the greatest 
extent possible, recycled water shall be used on the Proposed Project. Details about the 
feasibility of recycled water use shall be included in the plan of service for the project. 
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Section 7 - Additional Figures 

Figure 2: Proiect Location 
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Figure 3: Project Location in Relation to Existing Waterlines 
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Water Supply Assessment Report 

Supplemental Information 

Appendix A 
EMWD - 2015 Urban Water Management Plan 

Appendix B 
MWD - 2015 Urban Water Management Plan 

Appendix C 
EMWD CIP Budget 
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